Features:
- Cascading feed pans
- Self-adjusting controller
- Reads out to 1 gram or .001 lbs.
- Controller range up to 10 lbs.
- Supply hopper capacity 3.5 cu. ft.
- Includes standard chassis:
  - Powder coated
  - 4 locking casters
- All product contact surfaces 304 stainless steel discharge chute
- Handles all dry bulk products from powders to large parts
- Compatible with all bags, rigid containers, bagging machines and conveyors
- Automatic tare adjustment
- On-the-fly, self-adjusting bulk & dribble speed control
- Up to 800 fills/hour

Specifications:

- **Overall Height:**
  6’3” (75”)
  occupies only 24” x 48” of floor space
- **Supply Hopper Capacity:**
  3.5 cu. ft. (equivalent to 5 five-gallon pails)
- **Scale Total Weight:**
  240 lbs.
- **Standard Funnel Discharge Opening:**
  need info to go here?
- **Power Requirements:**
  7 amps, 120 volts AC 60Hz
- **Air Requirements:**
  <0.25 cfm air supply at 30 psi
- **One Year Limited Warranty**

Great for harder to run products such as crackers, chips and dog biscuits.

Crystal Vision Packaging
23870 Hawthorne Boulevard
Torrance, CA 90505
Phone: (800) 331-3240
Fax: (310) 373-6157
Email: sales@crystalvisionpkg.com